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DATALOGIC POWERSCAN 9300 AR
SERIES
**OBSOLETE - Please contact
info@oemautomatic.pl for possible
replacements**

PD9330-AR 
**Obsolete - Please contact info@oemautomatic.pl for
the replacement**

Detects 1D code types
Auto range models up to 11.5m
40,000+ reads per charge and 35 scans per sec
Interfaces: Keyboard wedge, RS-232, USB, RS-485

OPIS PRODUKTU
.

SPECYFIKACJA TECHNICZNA

1D Code types Code 39, Code 93, Code 128, EAN128, Codabar, Code 32, MSI, GS1
DataBar linear codes, UPC/EAN, UPC/EAN P2/P5 add ons, UPC/EAN
Coupons, ISBN, Code 39 Full ASCII, Interleaved 2/5, Standard 2/5

Dopuszczenia RoHS

Kit Nie

Kolor Żółty, Czarny

Masa 375 g

Max. temperatura pracy 50 °C

Max. temperatura składowania 70 °C

Min. temperatura pracy -20 °C

Min. temperatura składowania -40 °C

Readable code types 1D / Linear Codes

Rozdzielczość 0.190mm / 7.5 mils

Stopień ochrony IP IP65

Wireless Nie



Wymiary 212 x 110 x 74
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