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DATALOGIC POWERSCAN PD9531-AR
SERIES
PD9531-AR 
PowerScan PD9531, Area Imager Scanner, Auto
Range, Multi-Interface

Detects 1D and 2D code types
Reads 1D codes up to 3 mils and 2D codes up to 4 mils
Datalogic’s 3GL™ (3 Green Lights) good read feedback
Interfaces: Keyboard wedge, RS-232, USB

OPIS PRODUKTU
.

SPECYFIKACJA TECHNICZNA

1D Code types Auto discriminates all standard 1D codes

2D Code Types Aztec Code, China Han Xin Code, Data Matrix, MaxiCode, Micro QR Code,
QR Code

Dopuszczenia RoHS

Kit Nie

Kolor Czarny/żółty

Masa 400 g

Max. temperatura pracy 50 °C

Max. temperatura składowania 70 °C

Min. temperatura pracy -20 °C

Min. temperatura składowania -40 °C

Odporność na światło otoczenia Immune to light exposure in offices/facilities and direct exposure to sunlight

Postal Code Types China Post, IMB, KIX Post, Planet Code, Postnet, Royal Mail Code
(RM4SCC), Australia Postal, Japan Postal, Portuguese Post, Swedish Post

Readable code types 1D / Linear Codes, 2D Codes, Postal Codes, Stacked Codes



Rozdzielczość 4 mils

Stacked Code Types EAN/JAN Composites, GS1 Databar Composites, GS1 Databar Expanded
Stacked, GS1 Databar Stacked, GS1 Databar Stacked Omnidirectional,
Macro PDF, Micro PDF 417, PDF 417, UPC A/E Composites

Stopień ochrony IP IP65

Wireless Nie

Wymiary 212 x 110 x 74
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