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DATALOGIC 1500I MAGELLAN
MAGELLAN1503 

Maximum resolution 0.130 mm / 5 mils
Humidity (Non-Condensing) 5-95%
USB/RS-232 interfaces
Ambient light 0-86,100 lux

OPIS PRODUKTU
.

SPECYFIKACJA TECHNICZNA

1D Code types Auto discriminates all standard 1D codes

2D Code Types Aztec Code, Data Matrix, MaxiCode, QR Code

Dopuszczenia RoHS

Kolor Czarny/czarny

Masa 170 g

Max. temperatura pracy 40 °C

Max. temperatura składowania 70 °C

Min. temperatura pracy 0 °C

Min. temperatura składowania -40 °C

Odporność na światło otoczenia 0 - 86,100 lux

Postal Code Types China Post, IMB, KIX Post, Planet Code, Postnet, Royal Mail Code
(RM4SCC), Portuguese Post, Swedish Post, Australia Postal, Japan Postal,
Canadian Post

Readable code types 1D / Linear Codes, 2D Codes, Postal Codes, Stacked Codes, Digital
Watermarking

Rozdzielczość 0.130 mm / 5 mils



Stacked Code Types GS1 Databar Composites, GS1 Databar Expanded Stacked, GS1 Databar
Stacked, GS1 Databar Stacked Omnidirectional, Micro PDF 417, PDF 417

Stopień ochrony IP IP52

Wymiary 60 x 75 x 84
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